
 
Tehnical Specifications (F4.1)  

  

[This table will be completed by the tenderer in columns 3, 4, 5, 7 and by the contracting authority - in 

columns 1, 2, 6, 8] 
 

Tender 

number: 

 
Date: „___” _________________ 20__ Alternativ nr.: ___________ 

Tender 

name: 

 
Lot: ___________ Page: __total page __ 

   

Cod CPV 

Name of the requested 

goods / works 

Model  Country 

of 

Origin 

Manufacturer Technical specifications required by 

contracting authority 

Technical specifications 

proposed by the bidder 

 

Reference 

standards 

1 2 3 4 5 6 7 8 

 Goods / Works:       

 Lot 1       

31731000-

9 

The 3-phase LISN 
(line impedance 
stabilization network) 
for EMC testing  

 

   

The measuring instrument 3-phase 
LISN (line impedance stabilization 
network) for EMC tests will be used 
for disturbance voltage measurements 
on three-phase EUTs. 

 
The 3-phase LISN minimal technical 
requirements are following:   

  
- The design and technical 
specifications of the LISN should be 
fully compliant to the latest version of 
CISPR 16-1-2, EN 55016-1-2 . 
-  Quantity of lines:  4 lines V-network  
- Type of LISN:      V-network  
- Frequency range:  9 kHz - 30 MHz; 
- Simulated network impedance: (50 

 

According 

to the 

Technical 

specification 

 
CISPR 16-
1-2,  
EN 55016-
1-2. 



µH + 5 Ω)||50 Ω according to CISPR 
16-1-2; 
- Error limits in line with CISPR 16-1-2 
(magnitude and phase): less than 
±20% (magnitude)  and  ±11.5° 
(phase)  
- EUT connectors: 2 connectors on 
frontal panel of the device (1st 
connector – Schuko socket type, 2nd 
connector – CEE socket type) 
- Maximum permissible constant 
curent: 32A; 
- Maximum Mains voltage : 400V / 50 
Hz (AC) ; 300V (DC) 
- Decoupling attenuation between 
power supply and measuring receiver 
port in line with CISPR16-1-2:   >40 
dB    (50kHz-30MHz) 
- RF output connector: N-type female,  
50 Ohm 
-  The device should permit remote 
controlling of lines (L1, L2, L3, N) 
connections. The remote control 
should be compatible with the existing 
in the laboratory EMI receivers (R&S 
ESCI 3 ). 
- The remote control inputs:  25-
contact, D-Sub, female 
- The device should have built-in 
pulse limiter 
- The measuring instrument should be 

compliant to the applicable European 

technical regulations, safety 

requirements of the EN/IEC 61010 

standard and shall comply with 

relevant EMC&EMI standards. 
- The measuring instrument should be 
supplied with the Calibration 



Certificate issued by the 
ILAC/EA/APLAC/IAAC (ISO 17025) 
accredited calibration laboratory.  
-  Calibration certificate shall not be 
older than 3 months from date of 
delivery to IP SNMFRSC. 

 Total lot 1       

 Lot 2       

        

 TOTAL       

  

Signature:_______________ Name:_____________________________ The capacity of the signing person: ________________ 

 

Bidder: _______________________ Address: ______________________________ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Price specifications (F4.2)  

[This table will be completed by the bidder in columns 5,6,7,8 and by the contracting authority - in columns 1,2,3,4,9] 

 

 

Tender number: 
Date: „___” 

_________________ 20__ 
Alternativ nr.: ___________ 

Tender name: Lot: ___________ Pag: __total page __ 

  

Cod CPV 

Name of the requested 

goods / works 

Unit Quantity Unit pice 

 (without 

VAT) 

Unit price  

(with VAT) 

Total value 

(without 

VAT) 

Total value 

(with VAT) 

Delivery time/ 

provision  

1 2 3 4 5 6 7 8 9 

 Goods / Works:        

 Lot 1        

31731000-

9 

The 3-phase LISN 
(line impedance 
stabilization network) 
for EMC testing  
 

Buc.  1     

2 months from 

the moment of 

payment 

received 

 Total lot 1        

 Lot 2        

         

 TOTAL        

 

Signature:_______________ Name:_____________________________ The capacity of the signing person:_____________ 

 

Bidder: _______________________ Address: ______________________________ 

 

 

 


